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WASTE CHUTE ROOF MOUNTED
EXHAUST FAN

ROOF PENETRATION COMPLETE
WITH WEATHERPROOF FLASHING.

STAINLESS STEEL NON-COMBUSTIBLE
WASTE INLET DOOR AS PER NCC -
C3.13 (OPTIONAL RFID AVAILABLE)

SLAB PENETRATION COMPLETE
WITH FIRE SEALANT AND
VERTICAL CHUTE MOUNTING
PLATE.

WASTE CHUTE EXHAUST SYSTEM
OUTSIDE AIR MAKE UP PROVISION
(APPROX. 0.2M2 FREE AREA). MAKE
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MINIMISE PRESSURE REQUIRED TO
OVERCOME DUCT.

SECONDARY AIR VALVE COMPLETE
WITH RUBBER SLEEVE AND CLAMP
TO PROVIDE INTERFACE BETWEEN
ENVAC SYSTEM AND ALTERNATIVE
CHUTE SYSTEM MANUFACTURERS.

PROVISION FOR MAINTENANCE
ACCESS IN ACCORDANCE WITH
AS1657.

PRIVATE PWI LOCATED TO AVOID
NOISE IMPACT OR PROVIDED WITH
APPROPRIATE ACOUSTIC
TREATMENT.

SUB FLOOR TO HOUSE PRIVATE PNEUMATIC
WASTE INFRASTRUCTURE AND PROVIDE
WASTE STORAGE SPACE. PIT HOUSING COMPRESSED AIR AND CONTROL

WIRING CONNECTION BOX COMPLETE WITH
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JUNCTION BOX TO BE PROVIDED ADJACENT TO
CONNECTION POINT.
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PRIVATE HORIZONTAL WASTE TRANSFER
PIPE PROVIDED BY CONTRACTOR.
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DETAIL C - CONNECTION POINT
N.T.S.

DETAIL C.

DETAIL E.

DETAIL D.

C

C
C

C
C

C
C

C
C

C
C

C C

C
C

C C C

PIPE DEPTH TO BE
CONFIRMED ON SITE.

�0�$�;�,�0�8�0�������ƒ
RISE

C

C

C

C

�‘�������,�'

DETAIL D - INSPECTION OPENING
1:10

F
ile

 N
am

e:
 I:

\B
ris

ba
ne

 C
A

D
 F

ile
\B

S
R

C
01

01
\M

E
C

H
\T

w
o 

F
ra

ct
io

n 
S

ys
te

m
\B

S
R

C
01

01
-M

10
2.

dw
g 

 D
at

e:
 3

0/
1/

20
18

 3
:5

3 
P

M
  P

lo
tte

d 
B

y
: B

ra
nd

on

DRAWN

APPROVED

CHECKED

DESIGN

DATE

PLOT RATIO

FILE

SCALE

CONTRACTOR MUST VISIT SITE BEFORE TENDERING

BYREVISIONDATENo.

COPYRIGHT OF THIS DRAWING IS VESTED IN UMOW LAI PTY LTD.
THE DRAWING SHALL NOT BE REPRODUCED OR COPIED IN WHOLE OR IN PART IN ANY FORM,

WITHOUT THE PRIOR WRITTEN  APPROVAL OF UMOW LAI PTY LTD.

1/A1

Umow Lai Qld Pty Ltd
ABN 91 142 668 773
L7, 200 Creek Street
Brisbane
Queensland 4000 Australia
T +61 7 3917 8888
brisbane@umowlai.com.au
www.umowlai.com.au

SCHEMATIC DESIGN
MAROOCHYDORE AWCS

MAROOCHYDORE 
CITY CENTRE, QLD, 4558

February-2018MECHANICAL SERVICES
TYPICAL 2 STOREY RESIDENTIAL
PRIVATE WASTE INFRASTRUCTURE
AWCS FLOW DIAGRAM

BSRC0101-M102 P4

BDS

BDS

SM

-

1:50

BSRC0101-M102



ROOF

LEVEL 2

LEVEL 1

GROUND

2300

11
50

30
00

30
00

11
00

400ID HORIZONTAL
TRANSFER PIPE.

DISCHARGE VALVE WITH
PNEUMATIC ACTUATOR.

DETAIL G.

SECONDARY AIR VALVE
WITH 0.2m2 FREE AREA.

DETAIL F.

BELOW GROUND.

WASTE CHUTE EXHAUST FAN AS
PER CHUTE MANUFACTURER
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DETAIL F - FLOOR PENETRATIONS
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DETAIL E - LOAD BEARING WALL PENETRATION
(WASTE PIPE & CONTROL CONDUIT)
N.T.S.

WHEN EXPOSED TO SOIL
PROVIDE ADDITIONAL
SEALING AROUND COVER
PLATE.

PIPE PENETRATING LOAD
BEARING OR UNDERGROUND
WALL.

PROVIDE COVER PLATE AROUND
PIPEWORK OVER WALL PENETRATIONS
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CONTACT WITH SOIL (ON BOTH SIDES
IF REQUIRED).

PIPE SLEEVE.

PACK BETWEEN PIPE SLEEVE
AND PIPE WITH FIBROUS
MATERIAL.

NON HARDENING RESILIENT
SEALER OVER PACKING WHERE
CONCEALED FROM VIEW. WASTECH SCOPE

ENVAC SCOPE

LOCAL SUPPLIER CHUTE

RUBBER SLEEVE.
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DETAIL G - SECONDARY AIR VALVE
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